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• �Stainless Steel Support 
Frame for Cleanroom  
applications

• �Matching Acoustic Enclosure 
for all five sizes

• �Rack mounted controller  
for system integration

• �M6 tapped top plate,  
on 25 mm centers

• �¼�-20 tapped top plate, 
on 1� centers

Veeco Dimension AFM on WS_Vario_780 WS_Vario_780

Patch-Clamp set-up on WS_Vario_900

WS_Vario with Acoustic EnclosureTransmission graph of WS_780 – measured at a velocity of 100 μm/s, with a  
payload of 60 kg | 132 lbs
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Europe:
Accurion GmbH
Stresemannstrasse 30 
37079 Goettingen, Germany
Phone: +49[0] 551.999  60.0
Fax: +49[0] 551.999  60.10
E-Mail: info@accurion.com
Web: www.accurion.com

USA:
Accurion
341 Cobalt Way, Suite 201
Sunnyvale, CA 94085
Phone: +1[0] 408.245.8100
Fax: +1[0] 408.245.8102
E-Mail: info@accurion.com
Web: www.accurion.com

India:
Service & Support Hub Asia:
Accurion Asia/Photonics India
Mr. Narayana Sharma
Flat 307, S.S Residency
29th Main, 2nd C Cross
BTM Layout, 1 Stage, 1 Phase
Bangalore 560 068, India
Mobile: +91.98450.04273
Phone: +91[0] 80.2668.9178


